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Soil surface roughness is a key factor for our understanding and modelling of geomorphologic processes related to exchanges of soil, water and gas. It has an impact on soil properties and tillage outcome. Soil surface roughness can be characterized both globally and locally. The interest of clod segmentation is to allow for both characterizations.

Segmenting clods on a digital elevation model (DEM) of a soil surface is a complex problem because soil surfaces are complex surfaces of several level of roughness and because considering elevations results in smooth and poorly contrasted images. However, a DEM in 3 dimensions gathers more information than a profile of 1 dimension or an image of 2 dimensions.

Introduction

The soil, being at the interface of the hydrosphere and the atmosphere, plays an important role in exchanges of soil, water and gas and geomorphologic processes. The role of soil surface roughness in the geomorphologic processes at small scale is commonly acknowledged, (for example [START_REF] Garbout | Temporal dynamics for soil aggregates determined using X-ray CT scanning[END_REF][START_REF] Bretar | An advanced photogrammetric method to measure surface roughness: application to volcanic terrains in the Piton de la Fournaise, Reunion Island[END_REF][START_REF] Thomsen | Soil surface roughness: comparing old and new measuring methods and application in a soil erosion model[END_REF][START_REF] Martinez-Agirre | Evaluation of surface roughness parameters in agricultural soils with different tillage conditions using a laser profile meter[END_REF][START_REF] Gilliot | Soil surface roughness measurement: a new fully automatic photogrammetric approach applied to agricultural bare fields[END_REF], Vannier et al., 2018[START_REF] Zhao | Effects of soil surface roughness on infiltration water, ponding and runoff on tilled soils under rainfall simulation experiments[END_REF][START_REF] Schapel | Influence of clay clod size and number for organic carbon distribution in sandy soil with clay addition[END_REF]. In agricultural fields, the soil surface roughness is shaped by tillage operations and is a result of soil and water mechanisms interaction and feedback. It is related to soil moisture and fertility [START_REF] Gilliot | Soil surface roughness measurement: a new fully automatic photogrammetric approach applied to agricultural bare fields[END_REF][START_REF] Zhao | Effects of soil surface roughness on infiltration water, ponding and runoff on tilled soils under rainfall simulation experiments[END_REF], Schapel et al., 3 2019). It is usually characterized by several indices, estimated on profiles or images of the soil, characterizing the surface as a whole [START_REF] Kamphorst | Predicting depressional storage from soil surface roughness[END_REF][START_REF] Taconet | Estimating soil roughness indices on a ridge-and-furrow surface using stereo photogrammetry[END_REF][START_REF] De Oro | Degradation of the soil surface roughness by rainfall in two loess soils[END_REF][START_REF] Dusséaux | Study of backscatter signature for seedbed surface evolution under rainfall -Influence of radar precision[END_REF][START_REF] Smith | Roughness in the Earth sciences[END_REF]. Roughness parameterization is still in question [START_REF] Martinez-Agirre | Evaluation of surface roughness parameters in agricultural soils with different tillage conditions using a laser profile meter[END_REF][START_REF] Gilliot | Soil surface roughness measurement: a new fully automatic photogrammetric approach applied to agricultural bare fields[END_REF]. A second approach of the surface roughness considers the local irregularities such as aggregates, clods and depressions [START_REF] Sandri | Comparison of methods for determining cloddiness in seedbed preparation[END_REF][START_REF] Darboux | Evolution of soil surface roughness and flowpath connectivity in overland flow experiments[END_REF][START_REF] Kamphorst | Generating 3D soil surfaces from 2D height measurements to determine depression storage[END_REF], Arvidson and Bölenius, 2006[START_REF] Bogrekci | Development of an image-processing technique for soil tilth sensing[END_REF][START_REF] Vannier | Wavelet-based detection of clods on a soil surface[END_REF][START_REF] Wang | Comparison of image segmentation methods in simulated 2D and 3D microtomographic images of soil aggregates[END_REF][START_REF] Garbout | Temporal dynamics for soil aggregates determined using X-ray CT scanning[END_REF], Taconet et al., 2013, Chimi-Chiadjeu et al., 2014[START_REF] Jensen | Fourier and granulometry methods on 3D images of soil surfaces for evaluating soil aggregate size distribution[END_REF][START_REF] Ajdadi | Application of machine vision for classification of soil aggregate size[END_REF], Vannier et al., 2018a and b, Schapel et al., 2019).

The development of stereovision from photogrammetry or laser scanning allows for more and more studies based on digital elevation models (DEMs). Analysing elevation changes from DEMs can be interesting at different scales and in various contexts [START_REF] Takken | The effect of tillageinduced roughness on runoff and erosion patterns[END_REF][START_REF] Darboux | Evolution of soil surface roughness and flowpath connectivity in overland flow experiments[END_REF], Jester and Klick, 2005[START_REF] Blaes | Characterizing bidimensional roughness of agricultural soil surfaces for SAR modelling[END_REF][START_REF] Haubrock | Spatiotemporal variations of soil surface roughness from in-situ laser scanning[END_REF][START_REF] Fadzil | Computing surface roughness of individual cells of digital elevation models via multiscale analysis[END_REF][START_REF] Bretar | An advanced photogrammetric method to measure surface roughness: application to volcanic terrains in the Piton de la Fournaise, Reunion Island[END_REF][START_REF] Jensen | Fourier and granulometry methods on 3D images of soil surfaces for evaluating soil aggregate size distribution[END_REF][START_REF] Gilliot | Soil surface roughness measurement: a new fully automatic photogrammetric approach applied to agricultural bare fields[END_REF].

However, as some baseline roughness indices were defined from 1D profiles, the potential of the three dimensions is not always exploited. In our recent studies, we showed that millimetric DEMs allow for both local and global characterization of soil surface roughness [START_REF] Dusséaux | Study of backscatter signature for seedbed surface evolution under rainfall -Influence of radar precision[END_REF], Taconet et al., 2013, Chimi-Chiadjeu et al., 2014, Vannier et al., 2014[START_REF] Vannier | Using digital elevation models and image processing to follow clod evolution under rainfall[END_REF].

The soil cloddiness can be quantified with the size distribution of the aggregates and clods. It serves to characterize soil quality produced by tillage and to control microrelief changes due to rainfall impact [START_REF] Sandri | Comparison of methods for determining cloddiness in seedbed preparation[END_REF], Arvidson and Bölenius, 2006[START_REF] Bogrekci | Development of an image-processing technique for soil tilth sensing[END_REF][START_REF] Wang | Comparison of image segmentation methods in simulated 2D and 3D microtomographic images of soil aggregates[END_REF][START_REF] Garbout | Temporal dynamics for soil aggregates determined using X-ray CT scanning[END_REF][START_REF] Jensen | Fourier and granulometry methods on 3D images of soil surfaces for evaluating soil aggregate size distribution[END_REF][START_REF] Ajdadi | Application of machine vision for classification of soil aggregate size[END_REF][START_REF] Vannier | Using digital elevation models and image processing to follow clod evolution under rainfall[END_REF] or control concentration of organic carbon [START_REF] Schapel | Influence of clay clod size and number for organic carbon distribution in sandy soil with clay addition[END_REF]. Segmenting the clods is a complex problem because they can be dimly demarcated or embedded with each other or in another piece of relief. In [START_REF] Vannier | Wavelet-based detection of clods on a soil surface[END_REF] we showed that it is difficult to automatically detect clods of a large size range in natural soil surfaces recorded in the field. In the present study, we address the problem of segmenting clods in DEMs of laboratory made soil surfaces, with or without furrows, with different clod sizes and spacing, at initial stage and after roughness evolution caused by rainfall events.

Let us underline that contrary to the 2D images usually processed for edge detection or segmentation, a 3D DEM of a soil surface has a lower contrast. In the gradient-based method of segmentation introduced in [START_REF] Taconet | A boundary-based approach for clods identification and characterization on a soil surface[END_REF], at least 90% of the gradient values should be retained in order to detect the clods. In [START_REF] Chimi-Chiadjeu | Automatic clod detection and boundary estimation from digital elevation model images using different approaches[END_REF], a transformation of the image of the surface should be effected before the rough estimation of the clod contours by watershed segmentation. In this paper, we have chosen a geometrical approach, in order to take advantage of the three dimensions of the DEMs. Multiresolution analysis has shown interest for roughness analysis of complex surfaces [START_REF] Josso | Wavelet strategy for surface roughness analysis and characterisation[END_REF]and 2002[START_REF] Vannier | A new approach for roughness analysis of soil surfaces[END_REF][START_REF] Fernandez-Diaz | Characterization of full surface roughness in agricultural soils using groundbased LIDAR[END_REF][START_REF] Fadzil | Computing surface roughness of individual cells of digital elevation models via multiscale analysis[END_REF][START_REF] Labarre | Surface roughness retrieval by inversion of the Hapke model: A multiscale approach[END_REF]. This approach enabled us to detect the clods on soil surface DEMs with satisfactory sensitivity (84%) and specificity (94%) and to localize clods by their summit and extensions in two directions [START_REF] Vannier | Wavelet-based detection of clods on a soil surface[END_REF]. In this paper, we propose a complete wavelet-based approach, relying also on statistical pattern recognition, in order to reach an accurate delineation of the clod contours. The section materials and methods introduces the data base used in this study, the segmentation method and its evaluation. Then segmentation results are presented and compared with other segmentation methods in the result and discussion section.

Materials and methods

Soil preparation and measurement

The database used in the present study is composed of laboratory made soil surfaces prepared with two different soils and a various range of sieved clods, in order to evaluate the segmentation method in various roughness conditions.

In order to do so, two trays of 50 x 50 cm 2 were prepared with loose silt loam soil for 10 cm depth. One of them had a nearly planar surface (P) and the other one was shaped with gentle furrows every 8 cm (F). Then air-dried clods collected in the field were set upon the two soil surfaces, with various sizes and spacing to reproduce different roughness conditions (Figure 1). These trays were subjected to controlled rainfalls with a laboratory rainfall simulator similar in design to the one presented in [START_REF] Foster | A programmable rainfall simulator for field plots[END_REF]) also described in [START_REF] Vannier | Using digital elevation models and image processing to follow clod evolution under rainfall[END_REF]. This simulator was equipped with oscillating nozzles producing raindrops of 1.5 mm mean diameter at an adjustable number of sweeps per minute to set the desired intensity. For each tray, we retained 3 stages of roughness: the initial stage, the stage after 2 hours of rainfalls at 33 mm.h -1 intensity, and the stage after 3 additional hours at 42 mm.h -1 intensity. The DEM of each stage of surface roughness was recorded with the laser scanner described in (Darboux &Huang, 2003, Vannier et al. 2018 a andb). Summarily, the principle of recording relies on a laser producing a line on the soil surface and a CCD camera set at an angle to measure the surface geometry along a profile in the y-z planes. By moving the device along the x-axis, the whole surface elevations are obtained. The accuracies were 0.5 mm in x and y axes, and 1 mm in z axis. In order to introduce geometrical criteria for statistical pattern recognition used along with multiresolution analysis in clod segmentation procedure (see section 2.2.2), the data were resampled at 1 mm resolution in x y z. We also referenced the elevations to be positive. Hereafter, the 6 DEMs are denoted P0, P1, P2 and F0, F1, F2 for the initial stage, the stage after one rainfall event and the stage after two rainfall events for the planar soil surface and the furrowed soil surface respectively (Fig. 2).

Then we added a third tray of 50 x 50 cm 2 prepared with Lavaur clay loam soil for 10 cm depth, shaped with an oriented roughness of centimetric ridges and furrows. Air-dried 2-cmsieved aggregates were thrown upon and formed a thick cloddy structure. Figure 3 shows a photo and the DEM of this one sieve range soil surface, called SR.

Wavelet-based clod segmentation

Multiresolution analysis of the soil surfaces

The detection and approximate localization of clods was performed according to the waveletbased detection method introduced in [START_REF] Vannier | Wavelet-based detection of clods on a soil surface[END_REF]. This method first processes to a multiresolution decomposition of the soil surface by wavelet transform.

Let us now recall the basis of the multiresolution analysis theory, [START_REF] Mallat | A theory for multiresolution signal decomposition: the wavelet representation[END_REF][START_REF] Daubechies | Ten lectures on wavelets[END_REF][START_REF] Choksi | Elementary theory of wavelets and filter bank[END_REF], and introduce the notations. It is possible to decompose the surface elevations z=S(x,y), into one approximation AN(x, y) and the sum of N details D1(x, y), …, DN(x, y), at different levels N:
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The approximations and details of the surface are computed by recurrence:
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Where Dn(x, y) denotes the summation of the horizontal, vertical and diagonal detail surfaces:
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At each intermediate level n, An(x, y) and Dn(x, y) were computed with the decimated and undecimated algorithms, which produce sub-images having the same size as the original image. Indeed, the frequency plan is subdivided into two parts of low and high frequencies along each dimension x and y. The approximation is the low-low frequency part, the horizontal detail the high-low frequency part, the vertical detail is the low-high frequency part, and the diagonal detail is the high-high frequency part. We used the orthogonal wavelet family selected in [START_REF] Vannier | Wavelet-based detection of clods on a soil surface[END_REF], with mother wavelet Daubechies of level 9 [START_REF] Daubechies | Ten lectures on wavelets[END_REF].

Then, a supervised local maxima extraction was performed on the retained surface approximations and the results of all extractions were merged. As a result, the individual clods of the soil surface were localized by their summit and extensions in the x y plane. The whole procedure is detailed in [START_REF] Vannier | Wavelet-based detection of clods on a soil surface[END_REF].

It was shown that the successive approximations of the soil surface contained most of the surface energy. Selecting the proper levels of approximations, depending on the roughness scale of the soil surface, allowed for the detection and localization of the range of clods present on the soil surface. As an example, for the seedbed considered in [START_REF] Vannier | Wavelet-based detection of clods on a soil surface[END_REF], containing clods of diameters less than 53 mm, the levels of approximations A3 and A2 were relevant. Due to clod proximity, level A4 was not suitable. With the present silt loam surfaces, containing spaced clods of diameters up to 76 mm, it was necessary to include the levels A4 and A5, in order to detect also the larger clods. And with the Lavaur clay surface, containing very small and nearby clods, the levels A1 to A3 were selected.

Statistical pattern recognition of clods

The accurate delineation of the clod contours was done by intersecting locally the soil surface with the estimated plane of the clod base. This process relies on several steps of validation, based on statistical pattern recognition of a good clod segmentation and improper object segmentation. The algorithm is shown in Fig. 4. An introduction to statistical pattern recognition can be found in [START_REF] Webb | Statistical pattern recognition[END_REF]. In the present study, linear discriminant analysis was sufficient to detect the wrong patterns.

The first test of goodness of intersection of the local surface with its mean plane (Fig. 4, line 5) detected the cases where the contour does not suit the clod due to erroneous inclination or level of the plane. It resulted in partially squared contour as illustrated in Fig. 5a. This pattern could be detected using the quantiles of coordinates xc and yc of the data points of clod contour at minimum, 12.5%, 87.5% and maximum. We had a wrong pattern if two quantiles were equal for xc or yc. Then, the inclination and height of the mean plane were refined when needed.

The second test of goodness of intersection (Fig. 4, line 6) checked for requirement of the local surface to be extended in one or more than one direction. As illustrated in Fig. 5b, a too small local surface due to inadequate extensions of detected clod, caused straight borders in the clod contour. These lines were detected by thresholding the percentage of abscissa (or ordinates) equal to their minimum or maximum value. The local surface was then extended a little in the direction given by straight borders and the test repeated until no extension was required.

The third test (Fig. 4, line 7) aimed at detecting blocks of clods (as in Fig. 5c) when the clods were very close together. It could occur also due to furrow interference or presence of small aggregates near a larger clod. At initial stage, we would like to distinguish the individual clods. A block of clods was characterized by an elevated circularity and a gradient of clod elevations with more than one mode or one enhanced mode. In that case, the clod contour was searched as an iso-gradient or an iso-elevation contour.

The last test (Fig. 4, line 10) detected the squared like contours (as in Fig. 5d), where the clod was partly squared. Again, the percentages of abscissa or ordinates equal to their extremum value were computed. They were compensated for the clod perimeter and diameter and thresholded. In that case, the level of the mean plane was elevated and the clod contour re-evaluated. If a wrong pattern was obtained again, the contour was discarded as it is the case in the example in Fig. 5d).

Evaluation of segmentation method

For the silt loam soil surfaces P0, P1, P2, F0, F1 and F2, we had a reference of contours drawn by hand on a photo of the surface, with visual check looking at the surface in the laboratory. This reference was scanned. In order to make a clod by clod survey, the studied area was reduced to 30 x 30 cm 2 and the DEMs were shown in mm. The total number of clods was near 300 for these silt loam soil surfaces.

We evaluated the wavelet-based segmentation by comparison with the hand-made segmentation and two other segmentation methods, the contour-based approach introduced in [START_REF] Taconet | A boundary-based approach for clods identification and characterization on a soil surface[END_REF]) and the threshold method used in [START_REF] Vannier | Using digital elevation models and image processing to follow clod evolution under rainfall[END_REF]. The hand-made segmentation is subjective and has a bias due to contours delineation on 2D photos of the soil surfaces. The threshold method detects objects having elevations above a fixed threshold. It therefore requires that the clod support is flat and horizontal, which is not the case of a furrowed surface. However, it is a solid objective reference for a planar horizontal surface. The contour-based method researches iso-elevation contours passing through high gradient data points. It has the advantage to be very close to the threshold method on a planar surface and to be still applicable on a clod support of variable heights. It nonetheless reaches its limits if the clod support is too much tilted [START_REF] Chimi-Chiadjeu | Using simulated annealing algorithm to move clod boundaries on seedbed digital elevation model[END_REF].

The reference index of segmented region similarity is Jaccard index also called Intersection over Union (IoU) [START_REF] Shen | Semantic segmentation via guidance of image classification[END_REF][START_REF] Shen | Semantic segmentation via guidance of image classification[END_REF][START_REF] Zhang | Refined video segmentation through global appearance regression[END_REF]. It can be interpreted as an overlap rate between the two segmented regions. These indices were computed with one set of segmented contours serving as reference. The IoU of regions delimited by contours and was denoted , and defined as in [START_REF] Chimi-Chiadjeu | Using simulated annealing algorithm to move clod boundaries on seedbed digital elevation model[END_REF]):

, = ∩ ∪ (5)
where is the area delimited by the contour of the clod in the first set of segmented contours and is the area delimited by the corresponding contour of the clod in the second set of segmented contours. The denominator ∪ makes the overlap rate stricter than taking just the area of the reference contour . However, it is necessary to prevent the case where would be very large including , giving an overlap rate of 100% whereas the contours would be of very different sizes. That is why the regions are considered similar if the IoU is above 50% and dissimilar otherwise (Wand et al., 2019). The average IoUs are usually reported. However, the average is limited to characterize the segmentation results on a wide number of objects, therefore it is usually associated with other indices of performance.

The IoU is sensitive to the discretization of the contours due to DEM accuracy and is stricter for small clods than for large ones. As an example, figure 6 shows two contours of radius respectively of 3 mm and 6 mm, and the same contours translated by 1 mm. The visual agreement is quite satisfactory and yet the IoUs are respectively of 58% and 76%.

For the planar surfaces P0, P1 and P2, we used the hand-made segmentation and the threshold segmentation as references. For the furrowed surfaces F0, F1 and F2, the references were the hand-made segmentation and the contour-based segmentation applied on a detrended surface, where the average of the rows has been removed. Let us specify that both the hand-made and the wavelet-based segmentations were performed on the original furrowed surfaces.

Then we also used other indices such as the clod coverage, which is the ratio between the total area delimited by clod contours and the product of DEM horizontal dimensions, and the mean weighted diameter (MWD) as defined in [START_REF] Taconet | A boundary-based approach for clods identification and characterization on a soil surface[END_REF]):

= ∑ D . ( 6 
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Where N is the total number of clods, Di is the equivalent diameter of clod i (estimated here from the area of clod, considered as a disk) and is the fraction of the area covered by clod i :

= ∑ (7)
And, we introduce a fourth index based on the weighted cumulative distribution function (WCDF) of the IoUs of the common segmented clods:

! = ∑ " # ,$ %# (8) 
In [START_REF] Chimi-Chiadjeu | Using simulated annealing algorithm to move clod boundaries on seedbed digital elevation model[END_REF], we computed the cumulated distribution function (CDF) of the IoUs, called overlap rates, which shows the probability that , < , for ∈ (0 1+. In this paper, we used rather weighted IoUs and we defined a quantitative index illustrating the low probability to have a small IoU and the high probability to have a high IoU.

The difference between two segmentation methods is quantified with the help of the area under curve (,-.) of !. The smaller the ,-., the greater the agreement between the segmentation methods. The goodness of the agreement can thus be defined as:

/ = 1 -1 !2 3 ( 9 
)
The equality G = 100% would reflect the perfect accordance between all contours and G = 0% the total discrepancy. This index is very strict and reflects the overall distribution of the IoUs.

It can be considered satisfactory if greater than 0.5.

For the Lavaur clay loam soil surface SR, the clods are numerous, very small and very close together, which hinders a clod by clod survey. A smaller area of 20 x 20 cm 2 was used to run the wavelet-based segmentation and retrieve the clod equivalent diameters and an even smaller part of the surface was segmented manually. We compared the MWD obtained by segmentation to the one measured with a sample of this soil in the laboratory. The number of clods was near 170 on the studied area.

Results and discussion

First of all, there is an overall good agreement between the segmentation methods for the silt loam soil surfaces. The mean IoUs range from 54.7%, for F2 to 85.5%, for P0 (see Table 1). As the hand-made segmentation had its own bias, the IoUs were also estimated with an automatic method serving as reference when possible. In average, for the wavelet-based method, with all possible references, the mean IoU amounts 71.1%, which is in the order of magnitude of encountered mean IoUs in the literature [START_REF] Shen | Semantic segmentation via guidance of image classification[END_REF][START_REF] Shen | Semantic segmentation via guidance of image classification[END_REF]Zhang et al., 2019). The variations of mean IoUs from one surface to another will be explained with the help of the other indices later on. Let us now look at segmentation results in more detail.

The segmentation results for the surface P0 can be seen in Figure 7. The three automatic segmentation methods are quite close to the hand-made segmentation. We notice that the contour-based approach (in blue) is very close to the threshold method (in green). Indeed, the contour-based method captures contours defined as level lines passing through high gradient points. If the clods are set upon a horizontal surface, the level lines are of very low elevation. There is an exception for clod 31 (x=175, y=225), which is a two-summit clod that have been captured by the contour-based approach instead of the clod base. Only the larger summit contour was kept for the evaluation. The wavelet-based method (in magenta) is closer to the hand-made segmentation than to the threshold one and tends to detect little more clods.

For the surfaces F0, F1 and F2, the presence of furrows does not allow for thresholding at constant elevation. The compared automatic method is the contour-based approach applied on a detrended DEM, where the ridges and furrows were estimated as an average of the DEM along the lines and removed. The effect of this detrending is strengthening the contourbased approach (Fig. 8, in blue). We can see a few contours (in black) on the ridges between the furrows that are not clod contours, for example numbers 7 (x=240, y=60) and 40 (x=160, y=160), which are rather grapes of large aggregates melted with the ridge, or 2 (x= 170, y= 225) that exceeds true clod border. However, the true clod 44 (x=45, y=150) in a furrow, was no more detected after detrending. Two clods (i.e. 19 (x=45, y=230) and 37 (x=50, y=290))

are difficult to segment by the contour-based approach, with or without detrending. We can discuss the meaning of the large aggregates more or less captured or not. For a visual survey, we can say that the minimum diameter of an aggregate should be at least 6 or 7 mm.

Figure 9 shows the contours obtained with the wavelet-based method on the raw DEM (magenta) and with the contour-based approach on the detrended DEM (blue). The handmade segmentation is in yellow dotted line. We can see that most of the contours of large clods are in good agreement. Some small clods or large aggregates were detected by one automatic method and not the other. The contour-based method captured some large aggregates located in the furrows, on the border of the ridges or on the ridges. The waveletbased method was able to capture the clod numbered 44 (x=45, y=150) in Figure 8, captured some other large aggregates on the ridges, but captured also two mentioned grapes of aggregates melt with the ridge (x=160, y=160, and x=90, y=260) numbered 40 and 47 on Figure 8.

The clod coverages, estimated with the different segmentation methods, are shown in Table 2, and the MWDs in Table 3. We can see the overall agreement of the methods. The effect of rainfall impact is first an increase of clod coverage and MWD (from P0 to P1 and F0 to F1)

and then a decrease of clod coverage due to disappearance or erosion of the smaller clods, and a stabilization of MWD (from P1 to P2 and F1 to F2), which give more weight to the larger clods. We can notice than the wavelet-based method tends to underestimate the MWD due to difficulty to capture the borders of the very large clods (see Figure 6). The higher clod coverage for P0 is due to the detection of more small clods. The lower MWD of contourbased method for P0 can be explained by the mis-segmentation of a very large two-summit clod. For P2, MWD is overestimated by threshold method because it captured three blocks of nearby clods (8,15,18) while the other segmentation methods segmented them as single clods by (see Fig. 10). For the different stages of furrowed surface F0, F1 and F2, we have comparable MWDs for contour-based and wavelet-based segmentations but slightly higher clod coverage by wavelet-based method. This can be explained by the fact that contourbased method detects generally less clods than wavelet-based method. In particular, after two rainfall events, the number of segmented clods decreased a lot due to erosion, resulting in poorly shaped residual clods (see Fig. 11). Therefore, the MWD computed with contourbased method for F2 is likely overestimated, due to deficit of middle-size clods.

Table 4 gathers the estimated goodness of agreements (eq. 9) between the segmentation methods for the 6 roughness conditions. The three automatic segmentation overlap rates rank at good level of goodness when compared to hand-made segmentation. The higher score appears to be that of the threshold method, which is in agreement with the hand-made method at 88.2% for planar surface at initial stage P0. When the threshold method is the reference for the three stages of the planar surface, we can see the robustness of the wavelet-based method, which has comparable or even better goodness of overlap rates. For both references, we notice a low decrease of goodness with the roughness smoothing and lowering due to rainfall. An explanation parameter is the size reduction of some clods. The mean IoU is more sensitive to clod size than G, however if the larger clods are not suitably segmented, the stabilizing property of G is lessened. It is the case, for P2, with the waveletbased segmentation, leading to lower values of G. When considering the furrowed surfaces F0 to F2, G has less variations than mean IoU and the increase followed by a decrease of these parameters can be explained by the proportion of small clods in the surface.

When the contour-based method is the reference for the three stages of both planar and furrowed surfaces, a noticeable point is that the wavelet-based method performed well, segmenting clods on the raw DEMs while the contour-based method needed a detrending of the furrowed surfaces. Comparing the wavelet-based method to the contour-based method leaded to globally better goodness of agreement than comparing the wavelet-based method to the threshold method, because these two segmentation methods are sensitive to the slope of the clod shape from the summit to the border. For P0, the agreement score is lower, possibly due to the sensitivity of the segmentations to the small grains of the surface and to the difference of contours on a large two-summit clod. For P1 and F1 the smoothing action of rainfall enhanced the agreement score because the borders are less rough but still well defined and because some small clods have disappeared. At final stage, there were less common clods segmented because the residual clods are poorly shaped (see Fig. 11). The clods segmented by the wavelet-based method on F2 were present at an earlier stage, except one (x=95, y=80) forming a bump on a ridge. That means that the contours are meaningful. The interest of the wavelet-based method relies in its ability to keep on segmenting clods whatever the roughness conditions, with or without furrows, at initial stage or after rainfall events. This method performs better for clods than for large aggregates. In average, for the wavelet-based method, with all possible references, the mean value of G is 77.5 % whereas the mean IoU amounts 71.1%. This higher score suits well to the visual agreement seen in the figures 7, 9, 10 and 11, and to the small root mean squared error (RMSE) of MWDs of 4 mm when comparing the wavelet-based to the hand-made derived diameters (see table 3). Therefore, it is a more robust performance indicator when changing the roughness condition by adding furrows or subjecting the surfaces to rainfall (see tables 1 and 4). It reflects more the segmentation performance than the DEM resolution and the clod size effect as the mean IoU.

Let us now focus on the ability of wavelet-based segmentation to derive suitably the clod diameters. We already mentioned the low RMSE of 4 mm in estimating MWDs of the 6 silt loam DEMs. As a comparison, in [START_REF] Bogrekci | Development of an image-processing technique for soil tilth sensing[END_REF], the lowest RMSE between sieve-derived and 2D image-derived MWDs was 14 mm. In our study, for the Lavaur clay loam surface, the sieve range was 2 cm. Unfortunately, the sieved-derived MWD was not measured for this soil. With hand-made segmentation, the minimum diameter is 7.0 mm, the maximum diameter 24.3 mm, and the MWD 15.9 mm. With the wavelet-based segmentation, some clods were missed or were segmented as a block of clods instead of single clods (see Figure 12). The minimum diameter is 7.2 mm and the maximum diameter 23.3 mm, which is very good agreement with the hand-made segmentation. The overall estimated MWD is 14.2 mm, which is in good agreement with hand-made estimation with a relative deviation of 10.7 %. We assume that hand-made segmentation is difficult with such small and nearby clods so that it was performed on a small area where the clods were well defined and likely larger than in other areas. So, the hand-made derived MWD was likely slightly over-estimated. The wavelet-based derived MWD was nevertheless a little under-estimated as it was already the case for the silt loam surfaces in table 3.

The silt loam surfaces present a wider range of clod diameters. In order to compare our results with other methods available in the literature, we considered the total of 113 clods from surfaces P0 and F0 at initial stage. Figure 13 shows the equivalent diameters derived from wavelet-based and hand-made segmentations. We can see that they are close to the diagonal. The linear fit gave 4 = 0.867 + 3.8, with R 2 = 96%. That is to say that the derived diameters are highly correlated, with a slope quite close to 1 and an intercept quite close to 0. In [START_REF] Sandri | Comparison of methods for determining cloddiness in seedbed preparation[END_REF], the linear regression of MWDs derived from 2D image segmentation and from sieves gave 4 = 1.027 + 3.9, with R 2 = 81%. The slope is closer to one but R 2 is lower than in present study. In [START_REF] Bogrekci | Development of an image-processing technique for soil tilth sensing[END_REF] , the linear regression of MWDs derived from 2D image segmentation and from sieves gave 4 = 1.217, with R 2 = 96%. Here, the intercept is exactly 0 but the slope is higher than in present study. On the whole, our results are comparable to that of the literature, and the main advantage, is having the individual clod diameters instead of MWDs. Let us notice that in the cited papers of the literature, the linear regressions were estimated along fractions of clod size, which introduced an average effect enhancing the accuracy of the fit. So, we also gathered the clods in ten groups of clod size, with medians of fractions: 9.0, 12.5, 13.9, 15.7, 18.2, 20.0, 22.8, 26.3, 28.8, and 36.1 mm. The linear regression on these fractions of clods leaded to 4 = 0.937 + 1.9, with R 2 = 99%, which is globally better than the cited results.

Segmenting soil clods on a DEM is a complex problem because 1) soil surfaces are complex surfaces of several levels of roughness and 2) considering elevations results in less contrast than pixel brightness in a 2D image. However, a 2D image can have some bias due to the projection of a 3D volume onto a plane with a given lighting and does not allow to estimate clod volume. That is why different approaches taking benefit of the three dimensions of a DEM have to be developed. In the present paper, we adopted a geometrical point of view relying on multiresolution analysis and statistical pattern recognition. The segmentation was based on geometrical properties of the objects to be detected. The evaluation of its performance is linked to DEM accuracy and to clod size. When the size of clods decreases, the proposed approach reaches its limits. Indeed, the properties of clods and aggregates are quite different and the approaches performing well for small aggregates as in [START_REF] Ajdadi | Application of machine vision for classification of soil aggregate size[END_REF], reach their limits when considering larger aggregates or clods and conversely.

Conclusion

In this paper, we developed a wavelet-based method to segment the contours of clods on DEMs of seedbed-like surfaces made in the laboratory with two different loams. The presence or absence of furrows, different sizes and spacing of clods and the use of a rainfall simulator allowed us to create different roughness conditions. We introduced a goodness of agreement index in order to compare the proposed method with other segmentation methods and computed also the mean IoU, clod coverage and mean weighted diameter. When the size of clods decreases, the proposed approach reaches its limits. Nevertheless, the wavelet-based method showed ability to keep on segmenting clods whatever the roughness conditions, with or without furrows, at initial stage or after rainfall events. It also showed ability to retrieve clod diameters with very good accuracy. It is therefore an efficient method that allows in particular to detect the contours of clods deposited on furrows.

Soil roughness is a key factor for understanding and modelling soil water-interactions and soil erosion. It can be estimated by several parameters, and characterized both locally and globally. Estimating the soil cloddiness is one way of evaluating the soil surface roughness. It is especially important for evaluating the soil quality after tillage operations, and for soil conservation decisions. A reliable automatic clod segmentation on a DEM opens perspectives for clod size distribution estimation and for numerical soil surface generation. 
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 123 Figure 1: Laboratory made planar and furrowed surfaces with a wide range of clod size P0 and F0.
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 45 Figure 4: Algorithm of wavelet-based clod segmentation method. [bx ex by ey] represent the extents of the local surface in the directions x and y.
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 67 Figure 6: Dependence on clod size and DEM accuracy of goodness of agreement indicator. Discretized circles of 3 mm and 6 mm of radius (solid line) and translated circles by 1 mm (dotted line).

Figure 8 :

 8 Figure 8: Clod contours obtained with contour-based segmentation without detrending (black) and after detrending (bold blue) for furrowed surface at initial stage (F0).

Figure 9 :

 9 Figure 9: Clod contours obtained with hand-made segmentation (dotted yellow), contourbased segmentation after detrending (blue) and with wavelet-based segmentation (magenta) for furrowed surface at initial stage (F0).

Figure 10 :

 10 Figure 10: Clod contours obtained with hand-made segmentation (dotted yellow), thresholding (green), contour-based segmentation (blue) and wavelet-based segmentation (magenta) for planar surface after two rainfall events (P2).
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 11 Figure 11: Clod contours obtained with hand-made segmentation (dotted yellow), contour-based segmentation after detrending (blue) and with wavelet-based segmentation (magenta) for furrowed surface after two rainfall events (F2).
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 1213 Figure 12: Results of wavelet-based segmentation (in magenta) on small size clod surface SR, with hand-made contours in dotted yellow.

  

  

Table 1 :

 1 Mean IoU in %, for three stages of planar surface P0 to P2 and furrowed surface F0 to F2. *from a detrended surface.

	Compared method

Table 2 :

 2 Clod coverage in %, for three stages of planar surface P0 to P2 and furrowed surface F0 to F2. *from a detrended surface.

				Segmentation method	
	Surface Hand-made Threshold Contour-Based Wavelet-Based
	P0	37.5	37.4	31.4	33.0
	P1	39.9	41.4	41.6	36.9
	P2	41.9	44.9	42.8	34.7
	F0	26.6		25.9*	26.4
	F1	30.8		30.1*	30.1
	F2	30.5		31.8*	29.1

Table 3 :

 3 Mean weighted diameter (MWD) in mm, for three stages of planar surface P0 to P2 and furrowed surface F0 to F2. *from a detrended surface.

	Compared method

Table 4 :

 4 Goodness of agreement (in %) between segmentation methods, for three stages of planar surface P0 to P2 and furrowed surface F0 to F2. *from a detrended surface.
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