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MicrOmega/MASCOT first results

MASCOT has been selected to be integrated on board the JAXA Hayabusa2 mission, with a suite of 4 instruments: a camera MASCam, a radiometer MARA, a magnetometer MASMag and MicrOmega, a hyperspectral near infrared microscope, designed to characterize the composition of Ryugu surface materials down their grain scale (25 µm large). A joined article (Ho et al., this issue) describes and gives references to MASCOT design, goals, development and operation, along its cruise, landing and on asteroid phase.

MicrOmega has been activated and operated as planned, while demonstrating high instrumental performances. However, its configuration when MASCOT went at rest on Ruygu located MicrOmega line of sight over a deep depression, with Ryugu surface much too far to be illuminated and imaged, precluding a direct characterization.

In this paper, we present and discuss MicrOmega operations and outcomes.

I. The MicrOmega instrument on-board MASCOT

MicrOmega is a near infrared (NIR) hyperspectral microscope designed to characterize in situ the texture and composition of Ryugu surface material [START_REF] Bibring | The MicrOmega Investigation Onboard Hayabusa2[END_REF]. The instrument has been implemented on-board the MASCOT lander, developed by DLR and CNES [START_REF] Ho | MASCOT the mobile asteroid surface scout onboard the HAYABUSA2 mission[END_REF]. MicrOmega spectral range is 0.99-3.6 µm, chosen to enable the identification of most minerals and ices, and to detect potential organic compounds within each 25x25 µm 2 of the 3.2x3.2 mm 2 field of view (FOV) (128x128 pix 2 ). The hyperspectral data (3D (x,y,λ) data cubes) are generated by sequentially illuminating the samples with a monochromatic light, then imaged on a 2D detector cooled by a dedicated cryocooler. The illumination is made under an angle 30° inclined with respect to the normal to the object plane, to avoid specular reflection to enter the detector.

The measurement is performed through a small sapphire window, set on a metallic protuberance a few centimetres long (Fig. 1). It behaves as a foot for MASCOT after proper setting, eventually following an automated up-righting (see Ho et al., this issue). Per design, the focusing is fine-tuned to the window external surface, to which the sample are supposed to be in contact. Additionally, a small part of the sapphire window (~10%) has been depolished and coated with a thin reflecting layer of chromium on its external side. This part of the field of view is used as an inflight Calibration Target (CT, see Figures 6 and9) to monitor a potential evolution of the instrument response throughout the mission (pre-flight and in space operations). which the measurement is performed is covered here by a small protection cap (on the left).

The illumination system couples a broadband light source (tungsten lamp) to a monochromator made of an Acousto-Optic Tunable Filter (AOTF) controlled by a radio frequency (RF) signal.

Each RF corresponds to a given wavelength of monochromatic output beam. The AOTF has a spectral resolution (FWHM) of 20 cm -1 , corresponding to 2 nm at 1.0 µm and 24 nm at 3.5 µm.

The capabilities of the RF generator enable to access any wavelength within the 0.99-3.6 µm range with down to 2 cm -1 sampling steps. MicrOmega can thus acquire any sequence of monochromatic images (MI) i.e. with a full flexibility on their number, order and wavelengths.

For each of the hyperspectral image-cubes, MicrOmega acquires 320 monochromatic images, covering the entire spectral range. The spectral channels and sampling have been chosen in order to optimize the capabilities of the instrument to detect potential absorption features of interest. For some specific wavelengths, the monochromatic images are acquired 5 times in a row in order to maximize the SNR and to provide means to assess the noise level. The distribution of the spectral channels is shown in Figure 2. For each image-cube with 320 spectral channels, a total of 292 different wavelengths are acquired, with seven of them acquired five times in a row (shown in orange in Figure 2). In addition to the monochromatic light, generated by the internal illumination device, scattered/absorbed by the sample and then imaged on the 2D detector, a thermal background coming from both the instrument and the sample does contribute to the signal acquired by the instrument [START_REF] Bibring | The MicrOmega Investigation Onboard Hayabusa2[END_REF][START_REF] Riu | The on-ground calibration performances of the hyperspectral microscope MicrOmega for the Hayabusa-2 mission[END_REF]. The dark current has been demonstrated negligible thanks to the use of a cryocooler that cools the detector down 110 K. The AOTFbased illumination system enables to optimize the retrieval of the scientific signal of relevance.

In a baselined case, each monochromatic image (MI) is actually the result of the digital accumulation of 16 images with the AOTF ON to which images with the AOTF OFF (thus corresponding to the background) are subtracted. This procedure enables (1) to increase the SNR by summing 16 same images for each wavelength, and (2) to be insensitive to slow variations of the environment since the background is subtracted "on-the-fly".

For subsequent processing, each hyperspectral cube is actually composed of 5 sub-cubes of 64 monochromatic slices (64 wavelengths acquired in a non-monotonic manner). In addition, the temperatures at various locations within the instrument, including the AOTF, are measured and stored for each image acquisition (see Section III.3).

II MicrOmega operation plan

As the operations on Ryugu were supposed to last about 12-15 hours with very limited real time feedback, the entire automated sequence of MASCOT had been defined, tested and loaded onboard MASCOT. As for all instruments, only highly limited possibility to change the acquisitions parameters during the operations were anticipated. MASCOT operational sequence was controlled by an automaton, with triggers determined by either timeouts or sensors outputs, e.g. day/night cycle (Ho et al., this issue). Communication to the mother spacecraft, including data transfer, was only possible during Ryugu's day, since the mother spacecraft remained eclipsed during MASCOT local nights.

Since the uncertainties on the thermal environment of MASCOT and thus of MicrOmega were high, it was chosen to acquire in a row two hyperspectral image-cubes of 320 monochromatic images with 2 different integration times, 5 and 15 ms (referred to as double acquisition hereafter). Single acquisition with only 1 integration was planned for the last phase of the operations, with anticipated low battery load.

The planned operation sequence thus included:

• 1 double acquisition during the first day,

• 1 double acquisition during the first night,

• A mini-move of MASCOT during the second day, followed by 1 double acquisition,

• A relocation of MASCOT followed by 1 double acquisition,

• 1 double acquisition during the second night,

• 1 double acquisition during the third day,

• 1 single acquisition.

III Operations on Ryugu

III.1 Overview

MASCOT separation occurred on October 3 rd 2018. 6 minutes later, MASCOT reached the surface. After several bounces, MASCOT went at rest. The first data download indicated that the on board system [START_REF] Ho | MASCOT the mobile asteroid surface scout onboard the HAYABUSA2 mission[END_REF] to turn MASCOT instruments toward the surface had failed and that MicrOmega as well as MASCam and MARA were facing the sky [START_REF] Jaumann | Images from the surface of asteroid Ryugu show rocks similar to carbonaceous chondrite meteorites[END_REF]. Suspecting that a new up-righting would not be necessarily efficient, a relocation was decided, and commanded to be operated as soon as possible, i.e. the next local morning. Since all acquisitions sequences were already planned, the first two MicrOmega observations (during the first day and during the first night) were performed with MicrOmega facing the sky.

The next local morning (2 nd day), the relocation was indeed performed and this time MASCOT could be successfully pointed with MicrOmega window towards the surface. MicrOmega observations have then been performed as scheduled, at first during the day, and then at night. The quick-look feedback obtained from MicrOmega (a few statistics, on-board computed within the signal acquired by the instrument, were successfully transferred in almost real time) revealed that no significant signals were received through the window: it was very likely not in contact with the surface of Ryugu.

A mini-move was then commanded with the prime objective to favour the contact between MicrOmega window and the surface. It could only occur in the morning of the 3rd day, unfortunately after a new pre-loaded automated MicrOmega observation. The mini-move successfully occurred. However, as later confirmed by MASCam images, the mini-move had almost no effect on the distance between MicrOmega and the surface [START_REF] Jaumann | Images from the surface of asteroid Ryugu show rocks similar to carbonaceous chondrite meteorites[END_REF]. In addition, the environment temperature was then too high, and the detector was saturated by thermal photons.

A second relocation was then successfully commanded, and a new MicrOmega observation (a single sequence this time) was performed (run 7). Unfortunately, MASCOT ended with MicrOmega facing the Sun, and no up-righting was commanded, given the low battery level.

The sequence of events is summarized in Figure 3 and Table 1. 

III.2 MicrOmega configuration at rest

The post processing of MASCam data by the MASCam team offered a fair representation of the local environment of MicrOmega, accounting for the lack of surface contact of its front window.

As seen on MASCam images, MASCOT went at rest in a regolith-free rough area made of boulders a few tens of cm in size. Given the actual location of MicrOmega and MASCam within MASCOT (Figure 4a), MicrOmega FOV is shifted by ~18 cm with respect to MASCam boresight. As a consequence, the MicrOmega field of view was pointing at a depression (Figure 4b), which can be evaluated from the MASCam team analyses around 15 to 30 cm distant [START_REF] Jaumann | Images from the surface of asteroid Ryugu show rocks similar to carbonaceous chondrite meteorites[END_REF]. This depression below the front window, given its depth, totally precluded surface observations. Per its design as a microscope, the samples were supposed to be in contact with MicrOmega front window to be in focus, or at distances < 5 mm to be illuminated with the monochromatic beam from MicrOmega. The illuminated spot of an object farther away from the window was out of the detector field of view (FOV). 

III.3 Context as seen by MicrOmega

For each MicrOmega "double acquisition" observation (corresponding to 2 full hyperspectral cubes in a row, with 5 and 15 ms integration time), a few background images (with the AOTF switched off) were acquired and downlinked. Specifically, 3 background images with integration times of 0.4 ms, 5 ms and 15 ms were acquired every set of 64 monochromatic images, with in addition 2 background images (with integration times of 0.4 ms and 15 ms) acquired before the acquisition started (Figure 5). As a consequence, a total of 10 subsets of 64 monochromatic images and 32 background images were acquired for each double acquisition.

These background images were planned to check the quality of the monochromatic images, in particular when eventually saturated: their on-the-fly subtraction could lead to biased downlinked image-cube. They would also enable to monitor the evolution of the environment temperature (of both the instrument and the scene) and/or the potential presence of straylight (e.g. from the Sun, either direct or diffused), and in fine to reconstruct the sequence of events/environments as seen by MicrOmega. In a nominal (per design) case, straylight should not be present as the sample would contact and cover the entire MicrOmega window. However, during the operations on Ryugu, the instrument was either facing the sky (with no sample) or facing the surface, but at a large distance: straylight could possibly enter the instrument, as it has indeed been observed in operation, in specific configurations and times. subcube, the sequence continues with the background acquisitions at 0.4, 5 and 15 ms, and then the 1 st subcube of the 2 nd hyperspectral cube. For a "double acquisition", there are thus a total of 32 background images.

From the background images acquired at various integration times (see Fig. 5), a "background flux" in ADU/s and its evolution could be computed throughout the acquisition sequence. With the temperature data from the Pt sensors, one can model the thermal emission of the instrument and estimate the remaining background contribution summing the thermal emission of the scene and some possible additional straylight. This background contribution is hereafter simplified as a thermal emission of the imaged scene at a temperature T, shown in Figure 8. We observe that such a temperature is increasing with time for the runs 1 (image-cubes 1&2), 2 (image-cubes 3&4), 4 (image-cubes 7&8) and 5 (image-cubes 9&10) and decreasing for the runs 3 (image-cubes 5&6) and 6 (image-cubes 11&12). The runs 3 and 6, for which a decrease of the background signal is observed, occurred during the day which suggests that the imaged scene might have gone from sun to shadow during both measurements or that the measurements were acquired after the actual local noon (when the surface temperature supposedly starts decreasing) until dawn (cf Figure 1 in Hamm et al., 2019). For the other measurements, we observe an increase of the signal for both daytime (run 1 & run 5) and night-time (run 2 & run 4) acquisitions. The temperature is increasing by a few K (up to ~10 K) over one observation (taking about 32 minutes), except for the run 5 where the temperature increases by more than 40 K. Note that the change in the modelled temperature from the scene are of a few degrees for most of the runs (except for run 5). The trends can be explained for the different measurement either by varying straylight entering the detector and/or an increase or decrease of the actual "scene" temperature. A small difference between the actual and the measured instrument temperature could explain the differences observed. However, because the instrument temperature is known to increase during one acquisition, while we observe either a slight increase (runs 1, 2 and 4) or a slight decrease (runs 3 and 6), we are confident that these modelled temperatures do not translate that of the instrument. For the measurements where MicrOmega is facing the sky, the increase of background signal from the scene, assuming that the instrument temperature is well-retrieved with the Pt sensors, most likely translates an increase of the direct solar illumination reaching the detector (run 1 & run 2).

For the measurements where MicrOmega is facing the surface, an increase in temperature could translate that (1) the imaged surface is heated by the sun and/or by MASCOT itself, and/or (2) some solar straylight (possibly diffused from the surface) is reaching the detector. For the run 5, the increase in temperature is very different from the other observations. The measurement lasted ~30 minutes, which would mean that Ryugu's surface is heating up faster than 1 K per minute during the overall measurement, if we exclude straylight. The presence of a large scale heterogeneity in the background signal observed over the FOV (Figure 9) suggests the presence of straylight and/or a quick rise of the temperature of the area that MicrOmega is facing.

This agrees with the conclusion made on the configuration of MicrOmega: very unfortunately, at the location MASCOT went to rest after relocation and up righting, MicrOmega front window was facing a tens of cm distant surface instead of being in contact or at least close enough (< 5 mm) to be able to image it, after proper monochromatic illumination. 

IV Data analysis

IV.1 Calibration process

The transfer function of the instrument has been derived, through on-ground calibration tests, as a function of the RF frequency applied to the AOTF, the temperature of the instrument and the position of the pixel within the FOV [START_REF] Riu | The on-ground calibration performances of the hyperspectral microscope MicrOmega for the Hayabusa-2 mission[END_REF]. The wavelength of the light spectrally filtered by the AOTF is driven by the RF frequency through a bijective relation, determined during the on-ground calibration [START_REF] Riu | The on-ground calibration performances of the hyperspectral microscope MicrOmega for the Hayabusa-2 mission[END_REF].

Within the 13 hyperspectral cubes acquired on Ryugu, we observe that the instrument temperature during the acquisition of one sub-cube varies at most by 1.2 K, thus by 6.5 K for the acquisition of the complete hyperspectral cube (320 wavelengths, 5 sub-cubes). The fact that, for each sub-cube, the wavelengths are not acquired in a monotonic manner (thus between two contiguous wavelengths the temperature may have varied by up to 1.2 K) may create potential artefacts if the temperature variations are not taken into account. We therefore tested different ways to build the most reliable transfer function, and to quantify their potential biases:

• using the exact extracted instrument temperature for each monochromatic image: total of 320 different measured temperatures to build the transfer function (black line on The different transfer functions differ by less than 1% over the MicrOmega spectral range except for the transfer function computed with a single temperature averaged on the overall measurement, which at low frequency (i.e., long wavelength) differs by a few percent. The slight differences between the other processing do not have a significant impact on the calibrated spectra. On what follows, we applied the transfer function that uses interpolated temperatures because it best reflects the evolution of the instrument's temperature (blue one in Figure 10 and Figure 11).

IV.2 Data analysis

When MicrOmega is actually facing Ryugu's surface, no large sample/grains can be observed in MicrOmega images (Figure 12 left). As quoted above (III.2), the surface of MicrOmega along its boresight is too far (>15 cm) to be illuminated by the monochromatic light emitted by the instrument although MicrOmega window is set on a small metallic cone behaving as a foot for MASCOT, designed to enhance the probability to be in contact with the surface. When increasing the contrast, some small structures can be detected on the MicrOmega window. A comparison with the data acquired during Health Checks prior to the on-asteroid operations (i.e., while still attached to the Hayabusa2 spacecraft) showed (Figure 12 right) that such small structures were actually present. This was not considered as putting the measurements at risk, when superimposed on the surface in contact. They show up with enhanced contrast only because of the lack of contact surface. They translate the high performances of MicrOmega, both in image and spectral quality, and sensitivity.

The Signal to Noise Ratio (SNR) was measured during the on-asteroid operations using a few wavelengths for which the images were acquired 5 times in a row. Actually, the SNR has shown to be very high (see Figure 13), consistently with the on-ground calibration results [START_REF] Riu | The on-ground calibration performances of the hyperspectral microscope MicrOmega for the Hayabusa-2 mission[END_REF]. Typical values of a few hundreds have been measured at a single pixel scale over the calibration target which has a typical albedo of ~10-15%. The SNR variations that can be observed from one observation to the next are both linked to the evolution of the background signal (thermal emission from the instrument/the surface and eventual straylight from the sun) and to the integration time (both are displayed on Figure 13 for comparison). The central question for us was thus: would not have MASCOT, before getting to rest, intercepted a few Ryugu "floating" grains, possibly ejected upon collisions, or during relocation, with some eventually collected onto MicrOmega window? In other words, would not at least some of the small structures detected on the clear part of MicrOmega window originate from Ryugu, enabling to identify their composition? At even a much smaller, subpixel, scale, would not Ryugu compounds be spread as an unresolved "background" material? This is the direction to which most efforts were targeted. Each hyperspectral cube acquired after landing was thus scrutinized and a list of pixels where the signal was significantly different from that of the Health Checks has been established (e.g. Figure 14).

Most runs were not as useful as hoped. Run 6 (corresponding to the 11th and 12th full hyperspectral cubes) was the next observation after MASCOT mini-move (the mini-move should have been performed just when the surface temperature was still relatively cold, as a run 5, but the command sent from ground could not be timely received by MASCOT and thus was executed as run 6. Therefore, although MicrOmega temperature was still around 30°C, the local time was around noon and the background signal was too high for the integration times that had been selected. The detector was, thus, saturated and no useful data could be retrieved. Run 7

(corresponding to the 13th full hyperspectral cube) was performed after a complete relocation.

Unfortunately, the battery load was already too low and the power supply had dropped, generating huge artefacts in MicrOmega data. Systematic studies were conducted ied to try account for the difference between the response prior and after landing (14b), as to track potential grains from Ryugu that might have got stuck on the window. We also evaluated their "thermal" response based on the background images.

We took into consideration all hyperspectral data acquired on Ryugu for our analysis and compared them with data from the Health Checks. Results have shown that the spectral shape of these pixels was constant throughout the complete on-asteroid operations (Figure 15), indicating that if a few grains from the asteroid got stuck on the window, it happened during the first bouncing stage before the settlement, right before the beginning of the observations (run 1).

Amongst the potential candidates, some tend to display a spectrum of shape similar to that acquired during the Health Checks, but with a higher albedo. This albedo is generally much higher than what was observed from orbit [START_REF] Kitazato | The surface composition of asteroid 162173 Ryugu from Hayabusa2 near-infrared spectroscopy[END_REF], which can be expected at grain scale (at least for some grains). The presence of inclusions with higher albedo at the microscopic level is observed in chondrites [START_REF] Cloutis | Spectral reflectance properties of carbonaceous chondrites: 2. CM chondrite[END_REF] and MASCam observations have also revealed some heterogeneities at the mm/cm scale [START_REF] Jaumann | Images from the surface of asteroid Ryugu show rocks similar to carbonaceous chondrite meteorites[END_REF]. The potential presence of small grains with 10-20% albedo on the window thus cannot be ruled out. However, the dominant spectral features seem to originate from photometric effects like interferences (Figure 15), driven by the subpixel scale of the structures, preventing an unambiguous retrieval of diagnostic compositional spectral characteristics. 

V Conclusion

Launched in December 2014, Hayabusa2 reached its target Ryugu, a near Earth C-type asteroid of less than 1 km in size, after a cruise of 3.5 years during which MicrOmega has been regularly activated for Health Checks and to get prepared for operations. MASCOT was released on October 3rd 2018, for an on-asteroid sequence of operations of ~17 hours. During this period, MicrOmega has been activated 7 times and has acquired 13 full hyperspectral cubes, for a total duration of activity of 244 minutes, generating 143 Mbytes of data, all received on Earth.

MicrOmega operated as planned, and demonstrated a high level of performances, never achieved for an in situ microscopic mineralogical and molecular compositional characterization. However, no one had envisioned that the target asteroid would bear a regolithfree boulder-based surface structure, and that the random trajectory of MASCOT would end in such an unfortunate configuration, with MicrOmega line of sight over a depression precluding a microscopic characterization of its surface. Would MicrOmega front window be in contact with, or at millimetres distance from Ryugu surface, its structure and heterogeneous composition, down its 25 µm spatial sampling, would likely have been straightforwardly

characterized. The possibility that MicrOmega window has collected some Ryugu grains during bouncing is however still opened, and requires more investigation to be performed.

The profound frustration could be rapidly compensated, as a similar MicrOmega instrument is 
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 1 Figure 1: Picture of the MicrOmega / Hayabusa2 instrument. The sapphire window through
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 2 Figure 2: Distribution of the spectral channels for each MicrOmega observation on

Figure 3 :

 3 Figure 3: Summary of the MicrOmega sequences on asteroid Ryugu. The blue boxes indicate the beginning and the end of MASCOT operations. The green boxes correspond to MASCOT manoeuvres listed here above in the text. The red arrows indicate the time of MicrOmega measurements. The number corresponds to each acquired image cubes. Double arrows indicate double image-cubes (5 and 15 ms) and single arrow single image-cube (15 ms).

Figure 4 :

 4 Figure 4: (a) 3D representation of MASCOT. The boresight direction of MASCam and MicrOmega are about 18 cm apart. (b) MASCam night image on Site 2 (Jaumann et al., 2019) MicrOmega FOV lies within the cavity that can be observed at the bottom right corner (green arrow). (c) illustrating sketch of a plausible geometric configuration of MicrOmega viewing direction.

Figure 5 .

 5 Figure 5. Acquisition sequence within a single MicrOmega hyperspectral cube. Background (Bg) acquisitions at different integration times (0.4, 5 and 15 ms, except the first one which only has 0.4 and 15 ms) are performed between two subcubes of 64 spectral channels. For a single MicrOmega hyperspectral cube, there are thus a total of 17 background images. In the case of a "double acquisition", the sequence keeps the same logic: after the acquisition of the 5 th
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 6 Figure6shows the evolution of the background flux acquired at 5 ms over the MicrOmega field
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 6 Figure 6: Evolution of the background signal (with AOTF OFF) for each of the 6 first runs (see table1). There are 11 background acquisitions per run acquired throughout the complete acquisition sequence (Figure3). The background signal in ADU is obtained using background images acquired at 5 ms. Saturated data are shown in white. The variability of signal within the calibration target is due to its heterogeneity at the MicrOmega scale.
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 7 Figure 7: Temperatures as measured by the thermal sensors within the MicrOmega instrument (PT1, PT2, PT3, PT4, PT5), within MicrOmega electronic box (EL_BOX), and at the interfaces with MASCOT (TRP A and TRP B). The signal measured by the sun sensor located on Y panel is also displayed in yellow dashed line.

Figure 8 :

 8 Figure 8: Estimated "scene temperature" based on the background signal contribution. The temperature of the scene is estimated on the complete FOV (average of the background signal on all pixels) excluding the calibration target. The "scene" emissivity is set to 1. Each cross corresponds to one background image. The background images are acquired sequentially (i.e., background image #0 is acquired first and background image #10 is last) over the corresponding run.
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 9 Figure 9: Background signal evolution during Run 05. The vertical pattern corresponds to a variation of the detector's column response. The large-scale smooth evolution of the background signal (typically increasing from left to right), unseen in the calibration results, tends to suggest either some straylight or a background environment with a thermal gradient.
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  Figure 10 a & b)• using an interpolated instrument temperature for each monochromatic image, based on

Figure 11 :

 11 Figure 11: Evaluation of the transfer function with respect to the wavelength for both (a) channel 1 (low frequencies/high wavelengths) and (b) channel 2 (high frequencies/low wavelengths). The final transfer function is represented in light blue. The different curves overlap. The bottom part represents the transfer function ratioed with respect to the "actual" temperature transfer function (black line on Figure 7).

Figure 12 :

 12 Figure 12: Background subtracted images acquired at 48.4 MHz (2.05 µm) for various runs. The scale is changed from bottom to top to enhance the contrast on the images. Left: Run 02, image-cube 3. Center: Run 04, image-cube 7. Right: Health Check on July 27th 2018. The Health Check data have been scaled to account for a different integration time.

Figure 13 :

 13 Figure 13: SNR at the pixel scale as measured by MicrOmega on the calibration target during the on asteroid operations (x-axis represent the different hyperspectral cubes acquired at the surface of Ryugu). The SNR is here computed as the ratio of the mean value to the standard deviation.

Figure 14 :

 14 Figure 14: (a) Absolute difference between image-cube 7 (run 4) and the Health Check performed in July 2018 at 2.05 microns. The difference displayed here corresponds to the mean difference over 5 consecutive monochromatic images acquired at 2.05 microns. (b) Map of pixels where the difference displayed in (a) is above 1% (a band of 10 pixels has been removed on each side to remove noisy data).

Figure 15 :

 15 Figure 15: Examples of pixel spectra obtained during Health Check (in black) and operations on Ryugu (in color) displaying interferences. For some occurrences, the signal remains the same as during the Health Check (a), while for some others differences can be observed (b).

  now implemented within the Hayabusa2 Curation Facility at the Extraterrestrial Samples Curation Center of JAXA (Japan Aerospace Exploration Agency), at ISAS (Institute of Space and Astronautical Science) in Sagamihara. It is performing a preliminary Near InfraRed characterization of the entire collection of the samples collected at Ryugu surface, returned to Earth in December, 2020. A dramatic challenge, with utmost promises, still stands ahead of us.

  

Table 1 :

 1 Summary of the MicrOmega measurements on Ryugu.

	Run Time	MicrOmega	Location Image-cubes ID	Status	
		of day	orientation				
						Tint=15ms	Tint=5ms
	1	Day	Up	Site 1	Image-cubes	OK	OK
					1&2		
	2	Night	Up	Site 1	Image-cubes	OK	OK
					3&4		
	3	Day	Down	Site 2	Image-cubes	OK	Saturated
					5&6		
	4	Night	Down	Site 2	Image-cubes	OK	OK
					7&8		
	5	Day	Down	Site 2	Image-cubes	OK	OK
					9&10		
	6	Day	Down	Site 3	Image-cubes	Saturated	Saturated
					11&12		
	7	Day	Up	Site 4	Image-cube 13	Power supply was
							not sufficient