
HAL Id: insu-04089890
https://insu.hal.science/insu-04089890

Submitted on 5 May 2023

HAL is a multi-disciplinary open access
archive for the deposit and dissemination of sci-
entific research documents, whether they are pub-
lished or not. The documents may come from
teaching and research institutions in France or
abroad, or from public or private research centers.

L’archive ouverte pluridisciplinaire HAL, est
destinée au dépôt et à la diffusion de documents
scientifiques de niveau recherche, publiés ou non,
émanant des établissements d’enseignement et de
recherche français ou étrangers, des laboratoires
publics ou privés.

Distributed under a Creative Commons Attribution| 4.0 International License

Mutual impedance experiments as a diagnostic for
magnetized space plasmas

Pietro Dazzi, P. Henri, Luca Bucciantini, Francesco Califano, Federico
Lavorenti, Gaetan Wattieaux

To cite this version:
Pietro Dazzi, P. Henri, Luca Bucciantini, Francesco Califano, Federico Lavorenti, et al.. Mutual
impedance experiments as a diagnostic for magnetized space plasmas. 16th Europlanet Science
Congress 2022, 2022, à renseigner, Unknown Region. �10.5194/epsc2022-1091�. �insu-04089890�

https://insu.hal.science/insu-04089890
http://creativecommons.org/licenses/by/4.0/
http://creativecommons.org/licenses/by/4.0/
https://hal.archives-ouvertes.fr


EPSC Abstracts
Vol. 16, EPSC2022-1091, 2022, updated on 05 May 2023
https://doi.org/10.5194/epsc2022-1091
Europlanet Science Congress 2022
© Author(s) 2023. This work is distributed under
the Creative Commons Attribution 4.0 License.

Mutual impedance experiments as a diagnostic for magnetized
space plasmas

Pietro Dazzi1,3, Pierre Henri1,2, Luca Bucciantini1, Federico Lavorenti2,4, Gaetan Wattieaux5, and
Francesco Califano4

1LPC2E - CNRS, Space plasma physics, France (pietro.dazzi@cnrs-orleans.fr)
2Laboratoire Lagrange, Observatoire de la Côte d’Azur
3LESIA, Observatoire de Paris
4Dipartimento di Fisica “E.Fermi”, Universita di Pisa
5Laboratoire Plasma et Conversion d’Energie, Université de Toulouse, CNRS

Mutual impedance experiments are active electric instruments that provide in situ diagnostic in
space plasmas, such as the plasma density and electron temperature. The instrumental technique is
based on the coupling between electric antennas embedded in the plasma, and characterizes the
local properties of the plasma dielectric. 

Different versions of mutual impedance instruments are present onboard past and future planetary
missions, such as Rosetta, BepiColombo, JUICE, and Comet Interceptor. Recently, the interest of the
scientific community is shifting from large satellite platforms with single-point measurements
concepts to small satellite platforms, to enable multipoint measurements for the spatial mappings of
planetary outer environments. Therefore, instruments previously designed for large platforms are
now miniaturized and adapted to small satellites. In this context, instrumental efforts are devoted to
adapting mutual impedance experiments to small satellites, such as in the case of the CIRCUS
CubeSat or the SPEED SmallSat missions projects. 

Current state-of-the-art quantitative instrumental models of mutual impedance experiments are
based on the assumption of an unmagnetized plasma. However, for planetary environments within
which the magnetic field is not negligible, such as intrinsic planetary magnetospheres (e.g. Mercury,
Ganymede) significant modifications of mutual impedance measurements are expected. 

The goal of this work is twofold: (i) support the preparation of mutual impedance instruments for
small satellites and (ii) extend current mutual impedance instrumental models to take into account
the effects of the magnetic field on the plasma diagnostic. 

This investigation is performed by combining two complementary approaches. First, numerical
simulations are used to quantify the impact of the plasma magnetization on the mutual impedance
measurements and, therefore, improve its diagnostic. In particular, we have developed and
validated a new instrumental model, based on the numerical calculation of the electric potential
emitted by an electric antenna in a magnetized, homogeneous, collisionless, Maxwellian plasma.
This new instrumental model is used to compute synthetic mutual impedance spectra and assess the
impact of electron magnetization on the instrumental response. Using this new model, we provide
diagnostics for the plasma density, electron temperature, and magnetic field amplitude. Second,



laboratory experiments are used to test and validate our numerical model. We use the controlled
plasma environment of the PEPSO plasma chamber at LPC2E laboratory in Orléans. This plasma
chamber offers the possibility to test the performances of space plasma instruments and CubeSats
in realistic planetary ionospheric conditions. A model of CubeSat is present inside the plasma
chamber, and is equipped with a set of electric antennas that are used to perform mutual impedance
measurements in the same configuration as a CubeSat. The measurements obtained by this setup
are compared with the instrumental model, to validate the plasma diagnostic of the instrument
prototype on a CubeSat. 
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