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PyBWE: Python tools for Bandwidth Extrapolation of planetary radar signals

PyBWE is a Python library containing radar super-resolution methods known as "Bandwidth Extrapolation" (BWE).

Range resolution enhancement is one of the main challenges in radar signal processing. It is driven by the time resolution of radar soundings, and the speed of electromagnetic waves in the sounded material. Time resolution being limited by the frequency bandwidth of the instrument, the same applies to range resolution: the larger the bandwidth, the better the resolution.

. Based on a signal model, assuming deterministic properties of the signal, the output of such techniques yields a better resolution. However, parametric techniques are less robust than classic Fourier transform ones, in particular in the presence of noise or distortions.

a State-Space modelling approach.

47

Each package contains an integrated solution to directly apply the complete BWE process to 48 a given radar spectrum, as well as all the individual functions for modelling and extrapolation. 49

The Bandwidth Extrapolation technique (BWE) is a compromise between a classic Fourier transform and a parametric spectral estimation technique [START_REF] D R A F T Cuomo | A bandwidth extrapolation technique for improved range resolution of coherent radar data[END_REF]. A parametric model is fitted to the measured signal's spectrum, this model is then used to extrapolate this spectrum forward and backward, and the spectrum is eventually Fourier transformed using an IFFT. The extrapolation factor is equal to the resolution enhancement, and can be up to 3 in practical cases.

The extrapolation of a radar spectrum is indeed possible, as it can be modelled by a sum of complex sine-waves with different amplitudes, frequencies and phases. Each of these complex sine-waves corresponds to a target echo in time-domain. In practical cases, this deterministic signal is corrupted by various sources of noise, distorsions, and can be dampened by losses in the sounded material. Hence the limitation of a radar spectrum extrapolation.

An example of application on a synthetic planetary radar spectrum, inspired by the WISDOM (ExoMars, ESA) planetary radar (Ciarletti et al., 2017), is shown in Figure 1.

In the regular BWE, the signal is modelled by an autoregressive (AR) model, using the Burg algorithm. Several improvements to the BWE have been proposed: the Polarimetric BWE (PBWE) using the correlation between several polarimetric radar channels for an improved extrapolation (K. [START_REF] Suwa | A bandwidth extrapolation technique of polarimetric radar data and a recursive method of polarimetric linear prediction coefficient estimation[END_REF][START_REF] Suwa | A two-dimensional bandwidth extrapolation technique for polarimetric synthetic aperture radar images[END_REF], or the State-Space BWE (SSBWE) using a State-Space model accounting for noise and exponential distortions in the signal [START_REF] Piou | A state-space technique for ultrawide-bandwidth coherent processing[END_REF]. Also, the BWE can be used to fill a gap between two spectra of multiband radars [START_REF] Moore | Enhanced imagery using spectral-estimation-based techniques[END_REF]. This process is known as Bandwidth Interpolation (BWI). 

Figure 1 :

 1 Figure 1:An example of BWE application to a synthetic planetary radar spectrum, with 2 targets in free-space separated by a distance of 7 cm, below the instrument's resolution limit with IFFT and Hamming windowing. This spectrum is generated with 2 complex sine-waves of amplitude 1, corrupted by a white-noise of standard deviation 0.1 (SNR = 20 dB), for frequencies between 0.5 and 3 GHz. (a) Extrapolation of this spectrum with a parametric model. (b) Corresponding time-domain signal obtained with classic FFT or BWE.
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